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SUBSEA FLOW METER 

DESCRIPTION 
 

This range of flow meters are turbine style. This means that the physical act of the water moving through the tube 
of the flow meter causes a turbine to move, and a pickup detects the RPM of the turbine to determine the flow 
rate. It takes a small amount of energy to get the turbine to start turning which sets the lower limit, and the 
turbines also have a max RPM which sets the upper measurement limit.  

 

These meters are good for multiple fluid types, however, the turbine is made from a slightly higher ferritic 
stainless steel to enable the pickup to detect its rotation, which means that if the unit is used with corrosive fluids 
such as sulphamic acid, that the unit will be required to be flushed directly after use.  

 

The models all have an RS232 output, that is asci based and can be read by any terminal software and logged to a 
text file to import into a spread sheet. Windows software is also available to display log the data. 

 

The Flow meter also has the frequency output of the turbine on the connector, which can be used to interface to 
clients custom installations, or our Subsea display unit. This is commonly used on the Zetechtics Jupiter Systems 
so custom GUI’s can be made to control fluid injection pumps, or suction pumps for pile/caisson installation. 
Contact us if this is what you intend to do, and we can help with the GUI and configuration JUS files. 

FEATURES 
 

• Industry Standard Manufacturer 

• 316 stainless steel or other materials to suit application 

• 2.7 l/min up to 11,250l/min 

• Depths of up to 4000 Meters 

• Working pressure typically 6000 PSI, or ANSI flange 

dependant 

• Bespoke custom build design options available 

• Various connections including Subcon, Burton, Seacon 

• Various outputs including Frequency Pulse, RS232, 

RS485 

• Subsea display options 

• End Connections - NPT, JIC and ANSI class flanges 

Flow Ranges Meter Size  

GPM LPM M³/h 

3/8 in. 0.6...3.0 2.7...13.5 0.14...0.66 

1/2 in. 0.75...7.5 3.375...33.75 0.17...1.7 

3/4 in. 2...15 9...67.5 0.45…3.40 

7/8 in. 3...30 13.5...135 0.66...6.66 

1 in. 5...50 22.5...225 1.13...11.35 

1-1/2 in. 15...180 67.5...810 3.41...40.87 

2 in. 40...400 180...1800 9.08...90.83 

3 in. 60...600 270...2700 13.62...136.25 

4 in. 100...1200 450...5400 22.70...272.5 

6 in. 200...2500 900...11250 45.41...567.75 


